Even if you've never erected a fence before, using Waratah products makes it easy to finish with
a professional job. Here are some of the basic steps to build a good fence.

Determine best site for new fence unless it's a boundary and prepare Erect end assemblies — they are critical fo building a good fence.
fine and grade if necessary. Consider site contours, erosion and soil type.

Strain a sight wire close fo the ground and lay posts at pre-datermined Drive Waratah posts with a GalStar or pneumatic post driver - depth
spacing by ‘stepping out’ along the fence line. A straight fence line and posifion as per your fence line.
minimises pressure points.

Attach wire to one end assembly and strain the wire fo the other end Attach wire fo posts using Star® Post Clips.
assembly using o Wedgelock® clamp ond /or Wizard® wire strainer,
check tension with Tenser Senser® then tie off.



Knot tying is still an important skill to know when you're building a fence. The following method
is a standard tie-off knot that can be used on all Waratah products.
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Pull the wire tight around the strainer post. Then pull the excess wire Pull the wire upwards and back over the main line wire.
underneath the main line wire and loop over and down through the
space between the strainer post and the wire. Pull tight.

Wrap the wire fight around the main line wire. Wrap the wire around the main line wire 3 fimes to complete th
knot and remove excess wire.

If tying a knot seems a bit daunting, a Gripple® wire joiner is a great alternative that allows consistent

replication and the ability to re-tension. See pages 6 and 23 for more information.

When you build a fence with Waratah you can be safe in the knowledge that our products are made
to last - and the Waratah Longlife technology, which features all throughout our product range, is your
guarantee? Firstly there’s Zalcote® a zinc and aluminium alloy coating, added fo this is Permaseal® a
blue polymer coating. These 2 coatings combined, form the Longlife coating. Longlife has been proven
to provide up to three times the life of standard galvanized wire** The distinctive Longlife Blue Wire
colour™ is your guarantee that the wire is from Waratah.
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The biggest post in the range, GalStar MaxY™provides a strong and durable substitute
for timber & concrete intermediate posts.

Features Benefits

© High grade Australion o (onsistent strength & reliable performance with every post

made steel © FOUR times stronger than current GalStar posts

© Hot-dipped zinc coating  ® The best corrosion protection in the GalStor range, clean
(minimum 600g/m") and easy fo handle’

e Largest engineered ® The largest Star profile provides improved ground holding
Star profile & good visibility

® Easy to handle ® Less bulky than timber, concrete or pipe — MaxY posts

are egasier to transport to site & easier to handle along the
fence line — save time, labour & money

© Lighter than most timber & concrete posts, may be handled
by one person, which is a form safety consideration

e Fasy to install © Familiar Star shape — easier to install than other fence
post alternatives — requires less installation equipment

* No digging, no concrete, no drilling, no cutting, no welding.

Length Pack Size: Bundle/Sling Hole Spacings (cm from top of post)

180cm 1/100 2.5/13/10/10/10/6/12/1.5/15/8/1/15/6/95

210 1/100 2.5/13/10/10/10/6/12/15/7.5/8/1/15/6/95/85

240am 1/100 25/13/17/20/10/10/10/10,12.5/10/7.5/7.5/1.5/1.5/1.5/150/150

The original Star® post

Waratah introduced the original Star post to Australia and today, GalStar is still
Australia’s most trusted post. It's hardly surprising, when you consider that every
GalStar post is made from quality, Australian steel, and has been rigorously tested
to meet the demands of Australian conditions. That means that GalStar posts won't

bend, twist or break when driven into the ground, like cheaper imitations. Stor prfie secion



